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Integral Fuel Tanks 
100 – 218 kVA

Image shown may not reflect actual configuration.

FEATURES
•	� Facilitates compliance with NFPA 30 code, NFPA 37 

and 110 standards and CSA C282 code
•	� Tank design provides capacity for thermal expansion 

of fuel
•	� Fuel supply dip tube is positioned so as not to pick up 

fuel sediment
•	� Fuel return and supply dip tube is separated by an in-

ternal baffle to prevent immediate re-supply of heated 
return fuel

•	 Pressure washed with an iron phosphate solution
•	� Interior tank surfaces coated with a solvent-based 

thin-film rust preventative

•	 Heavy gauge steel gussets with internal lifting rings
•	 Gloss black polyester alkyd enamel exterior paint
•	� Inspection/cleaning port which enables the user to 

clean the fuel tank (to support biodiesel use)
•	� Containment with capacity for 110% of liquids to avoid 

environmental contamination from fuel, oil and coolant 
leakage

•	� Robust base design includes linear vibration isolators 
between tank base and engine generator.



Fuel Tanks

Integral Fuel Tank Base Useable Capacities with Fuel Tank 
Dimensions & Weights

Tank 
Design kVA Type

Total 
Capacity

Usable 
Capacity

Tank Only

Overall  
Package height 

with Tank

Dry Weight Height ‘H’ Length ‘L’ Enclosed

Litre Gallon Litre Gallon kg lb mm in mm in mm in

Integral 
Tank

100
Single Wall 201 53.1 174 46.0 165 364 155 6.1 1213 47.8 1507 59.3

Dual Wall 243 64.2 203 53.6 263 580 241 9.5 1117 44.0 1617 63.7

125
Single Wall 223 58.9 197 52 185 408 154 6.1 1344 52.9 1507 59.3

Dual Wall 267 70.5 234 61.8 290 639 237 9.3 1248 49.1 1597 62.9

169
Single Wall 290 76.6 260 68.7 245 540 154 6.1 1760 69.3 1655 65.2

Dual Wall 365 96.4 329 86.9 343 756 250 9.8 1664 65.5 1745 68.7

218
Single Wall 391 103.3 369 97.5 279 615 168 6.6 1815 71.5 1655 65.2

Dual Wall 454 119.9 395 104.3 417 919 245 9.6 1719 67.7 1745 68.7

Tank Design Type

Standby Ratings (kVA)

kVA 100% 75% 50%

Integral Tank

Single Wall

100 8.7 20.1 11.5 15.1 16.9 10.3

125 8.0 24.5 10.7 18.4 15.3 12.9

165 7.5 34.5 9.9 26.3 14.0 18.6

218 8.5 43.3 11.0 33.6 16.0 23.1

Dual Wall

100 10.1 20.1 13.4 15.1 19.7 10.3

125 9.6 24.5 12.7 18.4 18.1 12.9

165 9.5 34.5 12.5 26.3 17.7 18.6

218 9.1 43.3 11.8 33.6 17.1 23.1

The heights listed above do not include lumber used during manufacturing and shipping

A. Open Set & Sound Attenuated Enclosure

B. Estimated Run Time (Hours)
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